2007 MGA  Class Rules
The vehicle must remain exactly as produced by the MG or BMC factory as an MG, in any specification as delivered to the UK, Australia or any recognized and documented export country.

MG Special Tuning parts are not permitted to be used unless the appropriate matching freedom of modification is permitted as below.

It is permitted to construct a “clone” of an MG model from the body shell of another model, provided the “clone” accurately represents the model intended.   
The following are permitted modifications to the original vehicle.  Any item not mentioned below must remain standard.  Modifications to the vehicle or its components other than those specifically outlined below are expressly forbidden:-

1.0 Engine:
1.1 May be replaced by any production “B” series OHV engine, except that only original Twin Cam MGA’s may be fitted with a Twin Cam head. The replacement engine is subject to the same permitted modifications as the original engine.  The engine must be in its original position.    
1.2 Modifications to the engine and ancillaries are free.
1.3 Carburettors and inlet manifold are free; however fuel injection or forced induction is not permitted.
1.4 The fuel pump and fuel lines are free.

1.5 The complete exhaust system is free, subject it meeting all relevant civil and track noise restrictions, and exiting at the rear of the vehicle.
1.6 The clutch pressure plate and driven plate is free.
1.7 Engine cooling fan may be removed and replaced by electric fan (s).  The radiator is free.
1.8 The battery is free.  
2.0 Gearbox:  
2.1
The gearbox may be replaced by any gearbox, provided it is from a production vehicle (of any make), has a maximum of 5 forward gears, and is located in the same position as the original gearbox.
2.2
The gear ratios and design of the gears are free. 
3.0
Differential and rear axle:


3.1
Rear axle and differential is free other than it remain a live axle.
4.0
Suspension:

4.1
Suspension components may be modified, provided their original concept is retained

4.2
Springs are free, provided the front springs are coil, and the rear springs are leaf.
4.3
Sway bars may be added or deleted.
4.4
Shock absorbers and their mounting points are free. 
4.5
Rear axle may be located longitudinally and laterally, the design such locating arms is free.

4.6
Suspension bush material may be changed.
5.0
Wheels and Tyres:

5.1
Wheels are free. 

5.2
Wire wheels may be changed to disc wheels and vice versa.

5.3
Tyres must be accepted by VicRoads as suitable for road registration, and be fitted as per the Tyre and Rim Association Standards.  

6.0 Brakes:

6.1 Brakes are free.
6.2 Brake hoses may be replaced by braided lines, provided these are approved for road use.

7.0
Trim, interior:  

7.1
Original trim may be removed or replaced by alternative trim. NOTE that any ROPS fitted must comply with CAMS Schedule J
7.2
Seats may be replaced, provided the replacement seats are from another production vehicle or, if a competition seat, comply with CAMS Schedule C.
7.3
Seat belts may be replaced by any seatbelt complying to CAMS Schedule I
7.5
Hoods, hood bows and side screens may be removed.  A hardtop may be fitted.

7.6
The steering wheel is free, provided it complies with CAMS Schedule A.

8.0
Body and chassis  (including glass):

8.1
Any exterior panels may be replaced by panels of alternative material, provided the original exterior shape is maintained.

8.2
Bumper bars may be removed or replaced with replicas of alternative material.
8.3
Windscreen may be replaced by an original MG Competition windscreen, or a replica which is between 8 and 10 inches high.  
9.0
Other:

9.1
Only fuel meeting the definition of Pump Fuel under CAMS Schedule G is permitted. Additives other than CAMS approved “Lead Replacement Additives” as listed under Schedule G 6 are not permitted.  
